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Introduction

Conditions?

or

Image?

or

Night?

or

Resolution?

CMOS
Med Res

or

Wires?

or

Sound?

Non Audio

or

Home Office Family

TV Monitor

or

Handheld Viewer

or And /
or

DVR VCR

1 Camera 2 or more Cameras Camera & Monitor Kit

Retail Store Warehouse Building Site

What is Do-it-Yourself (DIY) Monitoring?
• Swann is a global in leader in DIY (Do-it-Yourself) or ‘Plug-and-Play’ Monitoring, which is a new category that empowers users to
   take control of their home and business safety and security
• Traditionally, security companies have been relied on to install and monitor systems for homes and businesses
• For a fraction of the cost of professional surveillance, DIY Monitoring puts the user in control and offers 
   ease of use, convenience and a range of customizable solutions

Why do people generally purchase DIY Monitoring solutions?
Swann’s research shows the following most common answers:
Safety - to safeguard and monitor loved ones 
Cost Saving - as an investment to protect valuable property, without the expense of professional monitoring 
Deterrent - to deter thieves, graffiti and prevent unwanted behavior 
Convenience - to create a ‘smart home’, integrating cameras with your TV, PC and more

What needs to be considered as part of the buying decision?

A. What do you want to monitor?

B. What do you need from your camera?

C. What do you want to view with?

D. What do you want to connect to?
Viewing:       Recording:

Quad Processor:
A device used to display 4 cameras simultaneously on a single monitor.

RCA AV Connector: 
A plug and socket for a two-wire (signal and ground) coaxial cable that is widely used to connect analog audio and video.

Resolution: 
Refers to the sharpness and clarity of an image.

2.4GHz:   
Frequency that Video signal is sent wirelessly through to the receiver which is connected directly to a TV or monitor.

Television Lines (TVL):
This is a measure of the resolution of a video device. Higher number is higher resolution. 380 TVL is considered medium 

resolution.
480 TVL or greater is considered high resolution.

TFT Monitor:
Stands for “Thin Film Transistor”. These transistors are used in high-quality flat panel liquid-crystal displays (LCD’s).
TFT-based displays have a transistor for each pixel on the screen.

Weather Resistant:
Weather resistant cameras are able to be used in the outdoors if shielded from direct sun, rain, temperatures, snow and wind.

Wireless - Transmission Distance: 
Outdoors - For open line of sight without obstruction approximately 330ft (100m).
Indoors - Due to the many variables in building construction and other causes of interference,
the useful range can vary but is usually between 66ft (20m) and 100ft (30m).
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